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Page 2E-18, Section 2E.15, Lines 10 to 15

Fer gGuide signs %%M should have a border
w1dth of 50 mm (2 1n) 2 M

Corner radii of sign borders should be en

aeeep%th&ﬁh%mérﬂ—she&ldﬂe{—%xeeed%%nm—elé—m}eﬂ&nﬁ%%ﬁ 25 mmg91n1

Page 2E-19, Section 2E.18, Line 14
direction of the exiting movement, or centered beneath the destination lettering.

Page 2E-22, Section 2E.20, Line 27
in Figure 2E-8. The standard slanted up arrow (left or side, right side, or centered beneath) shall
be used.

Page 2E-30, Section 2E.28, Lines 8 to 10
Guidanee Option

Advance Guide signs for lane drops within 2 km (1 mi) of the interchange shetld-net may contain the distance
message.

Guidance:

Page 2E-36, Section 2E.28, Line 20
750 600 mm (30 24 in) in height. Minimum numeral and letter sizes are given in Tables

Page 2E-45, Section 2E.32, Line 3
approach. Supplemental Guide sign should not be used at freeway to freeway interchanges.

Page 2E-45, Section 2E.32, Line 10

should be installed approximately midway between two of the Advance Guide signs, where possible.
Otherwise the Supplemental Guide sign should be installed 1600 ft in advance of the beginning of the
deceleration lane. If

Page 2E-49, Section 2E.35, Line30
at a space of 360 150 m (40600 500 ft)
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Page 2E-78, Section 2E.54, Line 28
Section 2E.54 Reference Posts (D10-4 through D10-6 See Page 2D-42A)
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